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ON THE CRITICAL SEALING POINTS: A LARGE USE OF THESE SILICONE LIQUIDS
MAY ALTER THE RUBBER FEATURES AND LEAKAGES MAY OCCUR.
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.‘:,41019501:11 1 VALVE GUIE 61" 4 18.?"&';—31_ . LI b IN THIS CASE PLEASE FILL IN AND SEND US THE ENCLOSED POSTCARD.
SAT0INOTANE  CIRCUDT PREARER STEN 74" 30W0-36 &001-36 ] o CLEAN CAREFULLY ALL THE ENGINE SURFACES BEFORE REPLACING ANY GASKET.
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VATOSN0M4005  GERR CASE DIWER f‘"" "ﬁ". H?" &k ﬁ?" ; ! « CHECK ALWAYS CAREFULLY THE FLATNESS OF THE CYLINDER SURFACES WHERE
SAOLT0008 00 PIRR COVER 61" 74" 26%55/-41 28257-# 1 YOU ARE ASSEMBLING NEW HEAD GASKETS BECAUSE LEAKAGES MAY OCCUR IN
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QUALITY CONTROL SURVEY

| | *IN ORDER TO SUPPORT OUR CONSTANT RESEARCH FOR THE BEST QUALITY,
| PLEASE FILL IN AND SEND US THE ENCLOSED POSTCARD.

| THANK YOU FOR YOUR COOPERATION: YOUR SUGGESTIONS AND COMMENTS WILL
BE CAREFULLY CONSIDERED BY OUR CUSTOMER SERVICE WHILE YOU WILL
RECEIVE OUR PROMPT REPLY.

WHY DO ATHENA MOTOR GASKETS OFFER A SUPERIOR QUALITY?

o BECAUSE THE FLAT TYPE GASKETS ARE MADE OF ASBESTOS FREE MATERIALS,

_ RESISTANT TO A TEMPERATURE ABOVE 300° CELSIUS.

o BECAUSE THE FIBRE HEAD GASKETS ARE MADE OF ASBESTOS FREE MATERIALS
AND CONTAIN A STEEL CORE RESISTANT TO A TEMPERATURE OF 400° GELSIUS.

o BECAUSE THE GRAPHITE HEAD GASKETS CONTAIN A STEEL CORE BEING THEN
RESISTANT TO A TEMPERATURE ABOVE 500° CELSIUS.

o BECAUSE THE METAL HEAD GASKETS ARE MADE OF STAINLESS SPRING STEEL.

3 | | o BEGAUSE OIL SEALS, 0-RINGS AND VALVE STEM SEALS INCLUDED IN THE ATHENA

i GASKET SETS ARE MANUFACTURED BY 0.E.M. SUPPLIERS ONLY.

‘ o BECAUSE ALL THE ATHENA MOTOR GASKETS CAN PERFECTLY REPLACE ANY 0.E.M. GASKETS.
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